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TM 9-2815-210-34P

SECTION I

INTRODUCTION

1. Scope. a. This manual lists repair parts, special
tools, and special purpose kits required for the
performance of direct support, general support, and
depot maintenance of the LD-465-1, LD-465-1C,
LDT-465-1C, LDS-465-1, LDS-465-1A and LDS-
465-2 Multifuel Diesel Engine Assemblies.

b. TM 9-2320-209-20P, TM 9-2320-211-20P, and
TM 9-2320-230-20P contain repair parts for
organizational maintenance.
2. General. This repair parts and special tools list is
divided into the following sections:

a. Repair Parts -  Section II. A list of repair parts
authorized at the direct support, general support,
and depot levels for the performance of maintenance.
The list also includes parts which must be removed
for the replacement of the authorized parts. Parts
lists are composed of functional groups in ascending
numerical sequence, with parts in each group listed
in figure and item number sequence.

b. Special Tools, Test and Support Equipment -
Section III. A list of special tools, test and support
equipment authorized for the performance of
maintenance at the direct support, general support,
and depot level.

c. Federal Stock Number and Reference Number
Index - Section IV. A list, in ascending numerical
sequence, of all Federal stock numbers appearing in
the listings, followed by a list, in alphanumeric
sequence, of all reference numbers appearing in the
listings. Federal stock number and reference
numbers are cross-referenced to each illustration
figure and item number appearance.
3. Explanation of Columns. The following provides
an explanation of columns found in the tabular
listings.

a. Source, Maintenance and Recoverability Codes
(SMR), Column (1).

(1) Source Code. Source codes are assigned to
support items to indicate the manner of acquiring
support items for maintenance, repair, or overhaul of
end items. Source codes are entered in the first and
second positions of the uniform SMR code format as
follows:

Code Definition
PA Items procured and stocked for anticipated or

known usage.
PB Items procured and stocked for insurance purpose

because essentiality dictates that a minimum
quantity be available in the supply systems.

PC Item procured and stocked and which otherwise

Code

PD

PE

PF

PG

KD

KF

KB

MO

MF

MH

MD

AO
AF

AH

AD

XA

XB

xc

XD

Definition

would be coded PA except that it is deteriorative
in nature.

Support item, excluding support equipment,
procured for initial issue or outfitting and
stocked only for subsequent or additional initial
issues or outfittings. Not subject to automatic
replenishment.

Support equipment procured and stocked for initial
issue or outfitting to specified maintenance
repair activities.

Support equipment which will not be stocked but
which will be centrally procured on demand.

Item procured and stocked to provide for sustained
support for the life of the equipment. It is applied
to an item peculiar to the equipment which
because of probable discontinuance or shutdown
of production facilities would prove uneconomical
to reproduce at a later time.

An item of a depot overhaul/ repair kit and not
purchased separately. Depot kit defined as a kit
that provides items required at the time of
overhaul or repair.

An item of a maintenance kit and not purchased
separately. Maintenance kit defined as a kit that
provides an item that can be replaced at
organizational or intermediate levels of main-
tenance.

Item included in both a depot overhaul/ repair kit
and a maintenance kit.

Item to be manufactured or fabricated at the
organizational level.

Item to be manufactured or fabricated at the direct
support maintenance level.

Item to be manufactured or fabricated at the
general support maintenance level.

Item to be manufactured or fabricated at the depot
maintenance level.

Item to be assembled at the organizational level.
Item to be assembled at the direct support

maintenance level.
Items to be assembled at the general support

maintenance level
Item to be assembled at the depot maintenance

level
Item is not procured or stocked because the

requirements for the item will result in the
replacement of the next higher assembly.

Item is not procured or stocked. If not available
through salvage, requisition.

Installation drawing, diagram, instruction sheet,
field service drawing, that is identified by
manufacturer’s part number.

A low mortality support item that is not stocked.
When required, item will be procured or
requested through normal supply channels.

NOTE
Cannibalization or salvage may be used as a
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source of supply for any items coded above
except those coded XA and aircraft support
items as restricted by AR 700-42.
(2) Maintenance code. Maintenance codes are

assigned to indicate the levels of maintenance
authorized to USE and REPAIR support items. The
maintenance codes are entered in the third and
fourth positions of the Uniform SMR Code format as
follows:

(a) Use (third position). The maintenance
code entered in the third position will indicate the
lowest maintenance level authorized to remove,
replace and use the support item. The maintenance
code entered in the third position will indicate one of
the following levels of maintenance.

Code Application/Explanation
C Crew or operator maintenance performed within

organizational maintenance.
O Support item is removed, replaced, used at the

organizational level.
F Support item is removed, replaced, used at the

direct support level.
H Support item is removed, replaced, used at the

general support level.
D Support items that are removed, replaced, used at

depot, mobile depot, specialized repair activity
only.

(b) Repair (fourth position). The maintenance
code entered in the fourth position indicates whether
the item is to be repaired and identifies the lowest
maintenance level with the capability to perform
complete repair (i.e., all authorized maintenance
functions). This position will contain one of the
following maintenance codes as assigned by the
service(s) that require the code:

Code Application/Explanation
O The lowest maintenance level capable of complete

repair of the support item is the organizational
level.

F The lowest maintenance level capable of complete
repair of the support item is the direct support
level.

H The lowest maintenance level capable of complete
repair of the support item is the general support
level.

D The lowest maintenance level capable of complete
repair of the support item is the depot level,
performed by (enter applicable activity) depot,
mobile depot, or specialized repair activity.

L Repair restricted to designated specialized repair
activity.

Z Non-repairable. No repair is authorized.
B No repair is authorized. The item may be recon-

ditioned by adjusting, lubrication, etc., at the
user level. No parts or special tools are procured
for the maintenance of this item.

(3) Recoverability code. Recoverability codes
are assigned to support items to indicate the
disposition action on unserviceable items. The
recoverability code is entered in the fifth position of
the Uniform SMR Code format as follows:
Recoverability

Codes Definition
Z Nonreparable item. When unserviceable, condemn

and dispose at the level indicated in position 3.
O Reparable item. When uneconomically reparable,

condemn and dispose at organizational level.
F Reparable item. When uneconomically reparable,

condemn and dispose at the direct support level.
H Reparable item. When uneconomically reparable,

condemn and dispose at the general support
level.

D Reparable item. When beyond lower level repair
capability, return to depot. Condemnation and
disposal not authorized below depot level.

L Reparable item. Repair, condemnation, and
disposal not authorized below depot/ specialized
repair activity level.

A Item requires special handling or condemnation
procedures because of specific reasons (i.e.,
precious metal content, high-dollar value, critical
material, or hazardous material). Refer to ap-
propriate manuals/ directives for specific in-
structions.

b. Federal Stock Number, Column (2). This
column indicates the Federal stock number assigned
to the item and will be used for requisitioning
purposes.

NOTE
Federal stock numbers that are missing for P
source coded items are not currently
recorded in the AMDF. When these stock
numbers are broadcast in the AMDF they
will be provided by a change to this manual.

c. Description, Column (3). This column indicates
the Federal item name and a minimum description
required to identify the item. The last line indicates
the reference number followed by the applicable
Federal supply code for manufacturer (FSCM) in
parenthesis. The FSCM is used as an element in item
identification to designate manufacturer,
distributor, Government agency; etc., and is
identified in SB 708-42. Items that are included in
kits and sets are listed below the name of the kit or
set with quantity of each item in the kit or set in-
dicated in front of the item name. The illustrations
are placed in the same order as the functional
groupings; starting with Group 0100 - ENGINE
ASSEMBLY and continuing through to group 4700.

d. Unit of Issue, Column (4). A 2-character
alphabetic abbreviation indicating the amount or
quantity of the item upon which the allowances are
based; e.g., ft, ea, pr; etc.

2
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e. Quantity Incorporated in Unit, Column (5).
This column indicates the quantity of the item in the
engine assembly of which it is a part. A V appearing
in this column in lieu of a quantity indicates that a
definite quantity cannot be indicated (e.g., shims,
tubing; etc. ).

f. 30-Day DS/GS Maintenance Authorization,
Columns (6) and (7).

(1) The repair parts list includes asterisk entries
in separate columns - one for direct support (DS)
and one for general support (GS) - as appropriate to
indicate the total range of repair parts authorized for
use at that category or required to be removed or
disassembled during the performance of authorized
maintenance operations. They will be requisitioned
initially on an as-required basis. The repair parts
authorized at the DS/GS levels will be those
authorized for the maintenance mission at these
levels. Requirements for repair parts stockage and
for distribution to supported units will be based on
demand and determined in accordance with AR 710-
2.

(2) Special tools or test, measurement, and
diagnostic equipment (TMDE) and other support
equipment peculiar to an item are listed with
quant i t ies  in the appropriate density
spread/allowance columns.

g. 1 -Year  Al lowances  per  100  Equip-
ments/Contingency Planning Purposes, Column (8).
This column indicates the requirement for con-
tingency planning purposes. An asterisk indicates
authorization to obtain or use as required. This
column is left blank except in the special tools lists.

h. Depot Maintenance Allowances per 100
Equipments, Column (9). This column indicates
authorization for depot use. This column is left blank
except in the special tools lists.

i. Illustration, Column (10). This column is
divided as follows:

(1) Figure number, column (10) (a). Indicates
the figure number of the illustration in which the
item is shown.

(2) Item number, column (10) (b). Indicates the
callout number used to reference the item in the
illustration.

4. Special Information. a.
usable-on codes included
description column, column
are:

Codes

Identifications of the
at the end of the
(3) of this publication

Used
On

A LDS-465-2 Engine Assembly
B LDS-465-1A Engine Assembly
c LD-465-1 Engine Assembly
D LD465-1C Engine Assembly
E LDT-465-1C Engine Assembly
F LDS-465-1 Engine Assembly
Blank Applicable to all engine assemblies

b. The basis of issue for authorized special tools,
test, and support equipment is the number of end
items of equipment supported and the number of
maintenance personnel allocated to perform the
required maintenance operations (such as, seven of
each tool for each 100 engines supported).

c. Parts which require manufacture or assembly
at a category higher than that authorized for in-
stallation will indicate in the source column the
higher category.

d. Certain parts are supplied in parts kits and
gaskets sets. When a kit is composed of parts which
are normally in more than one group the kit will be
listed in only one group. Components of the kit
which are not in that particular group will appear in
their normal group listing with an appropriate
reference to the kit. Component parts of a kit which
have a Federal stock number and are Source Coded
PA may be procured as line items.

e. Revision and/or Change. Action change codes
indicated in the left-hand margin of the listing page
denote the following:

N - Indicates an added item.
C - Indicates a change in data.
R - Indicates a change in FSN only

f. The following publications pertain to the
components of Engine, diesel (mulitfuel), water
cooled, 6-cylinder assemblies (military models LD-
465-1, LD-465-1C, LDT-465-1C, LDS-465-1, LDS-
465-1A and LDS-465-2).

TM 9-2910-226-35 Direct support, general support, and
depot maintenance (including repair
parts and special tools) for pump,
fuel, metering and distributing
assembly 2910-017-9778 and 2910
759-5410 and 2910-103-2644, 2910-
178-1185, and 2910-908-6320.

TM 9-2920-214-35 Direct support, general support and
depot maintenance manual (in-
cluding repair parts and special tool
list) for Generator assembly Delco-
Remy model No. 117495 (2920-293-
4380) .

TM 9-2920-225-34P DS and GS maintenance repair parts
and special tool lists (including
depot maintenance allowances):
Generator, engine accessory,
alternating current, Prestolite
model AMA-5102UT (FSN 2920-909-
2483); Leece-Neville models 3002AC
and 3002AD (FSN 2920-909-2483),
5504AA and 5504AB (FSN-2920-
475-1446) , 2184AC) (FSN 2920-782-
1955) and 5300GP (FSN 2920-818-
8635) and regulator, generator,
Leece-Neville model 3392R12P (FSN
2920-540-9476)

TM 9-2920-242-35 DS, GS, and depot maintenance

3
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manual (including repair parts):
Starter, engine electrical, assembly
2920-226-6545 (Delco-Remy model
1113943) (Military part number
10911018-1); starter, engine elec-
trical, assembly 2920-911-5637
(Delco-Remy model 1113904)
(Military part number 10911018);
starter, engine electrical, assembly
2920-912-9510 (Delco-Remy model
1113944).

TM 9-2920-243-34 Direct support and general support
maintenance manual (including
repair parts and special tools list
with depot maintenance allowance):
Starter, engine, electrical, Leece-
Neville model M0017072MB (2920-
267-9987) .

TM 9-2920-247-34 DS and GS repair parts and special
tool lists (including depot main-
tenance allowances): Generator
assembly (2920-903-9534) ( Prestolite
model  GHA-4804 JUT) and
generator assembly (2920-737-4750)
(Autolite model GHA-4802 UT).

TM 9-2920-248-35 Direct support, general support and
depot maintenance manual (in-
eluding repair parts): Starter,
engine, electrical, assembly 2920-
999-6216 (Prestolite model
MFY6101AUT).

TM 9-2920-201-45 General support and depot main-
tenance manual (including repair
parts and special tool lists) for
Turbocharger, engine assembly,
2990-074-8930 (Schwitzer model 4-
456); 2990-974-7583 (Schwitzer
model 4D-554); 2990-967-9909 (Sch-
witzer model 4D-454C); 2990-999-
2275 4-LE-354) and 2950-178-1245
(Schwitzer model 4LE-456).

g. Tables 1 and 2 are provided as a rapid index to
all recoverable, direct exchange items and repair kits
and sets contained in this manual. The items in table
1 are in FSN sequence and the items in table 2 are
listed in functional group sequence.

4







5. How to Locate Repair Parts. a. When Federal
stock number or reference number is unknown:

(1) First. Using the table of contents, deter-
mine the functional group, functional subgroup, or
assembly group; i.e. , engine, engine assembly, water
pump; etc., within which the repair part belongs.
This is necessary since illustrations are prepared for
functional groups and functional subgroups, and
listings are divided into the same groups.

(2) Second. Find the illustration covering the
functional group, or functional subgroup, to which
the repair part belongs.

(3) Third. Identify the repair part on the
illustration and note the illustration figure and item
number of the repair part.

(4) Fourth. Using the repair parts listing, find
the functional group or functional subgroup, to
which the repair part belongs and locate the
illustration figure and item number noted on the
illustration.

b. When Federal stock number or reference
number is known:

(1) First. Using the index of Federal stock
numbers and reference numbers find the pertinent
Federal stock number or reference number. This
index is in ascending FSN sequence followed by a list
of reference numbers in ascending alphanumeric
sequence, cross-referenced to the illustration figure
number and item number.

(2) Second. Using the repair part listing, find
the functional group or functional subgroup, of the
repair part and the illustration figure number and
item number referenced in the index of Federal stock
numbers and reference numbers.

6. Abbreviations.
assy assembly
dc direct current
deg degree
dia diameter
ext  external
F Fahrenheit
hex                    hexagon
id inside diameter
in inch
int internal
IUE issue until exhaust
lg long
NF         American Standard Fine
No. number

TM 9-2815-210-34P

N P T American Standard Taper Pipe Threads
NPTF                   American Standard Taper Pipe Threads

(Dryseal).
NS     American Standard Special
od          outside diameter
pcs  pieces
psi                    pounds per square inch
s t d standard
thd                  thread
thk  thick
UNC             Unified National Coarse
UNF            Unified National Fine
w / with
wd  wide
w/                                      without

7. Federal Supply Codes for Manufacturers. The
following is a list of Federal Supply Codes for
Manufacturers appearing in parentheses after the
part number

01292
01843
06388
06721
13499
19204
19207
21335
21450
30327
31007
52676
53477
76680
79260
79470
80205
80244
81321
81343
81348
81349
88044
90005
91767
96906

in the Description Column.
Allen W D Mfg. Co.
American Bosch Div.
BCA Div. of Federal Mogul Corp.
Owosso Div. Midland Ross Corp.
Collins Radio Co.
Rock Island Arsenal
Army Tank Automotive Command
Fafnir Bearing Co.
Ordnance Corps
Imperial-Eastman Corp.
International Harvester Co.
SKF Industries Inc.
Shrasder and Son Div.
National Seal Div.
Walker Mfg. Co.
Weatherhead Co.
National Aerospace Standards
General Services Admin.
Purolator Products Inc.
Society of Automotive Engineers
Federal Specifications GSA
Military Specifications DSA
Aeronautical Standards Group
Bendix Corp. Filter Div.
Heli-Coli Corporation
Military Standards

8. Recommendations for Maintenance Publications
Improvements. You can help to improve this manual
by calling attention to errors and by recommending
improvements. Your letter or DA Form 2028
(Recommended Changes to Publications and Blank
Forms) should be mailed direct to Commander, US
Army-Tank Automotive Command, Attention:
AMSTA-M Warren, MI 48090. A reply will be
furnished direct to you.

7
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Figure 1. Model LDS-465-2 engine assembly, left rear view.
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Figure 2. Model LDS-465-2 engine assembly, right front view.
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Figure  3 .  Model  LDS-465 -1A  engine  assembly .  r ight  f ront  v iew.
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Figure 4. Model LDS-465-1A or LDS-465-1 modified engine assemblies, left rear view.
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Figure 5. Typical model LD-465-1 and LD-465-1C engine assemblies, left front view.
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Figure 6. Typical model LD-466-1 and W-466-1C engine assemblies, right rear VieW.
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Figure 7. Model LDS-465-1 modified engine assembly, left front view.
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Figure 8. Model LDS-465-1 engine assembly, right rear view.
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Figure 9. Model LDT-465-1C engine assembly, left front view.

16



TM 9-2815-210-34P

Figure 10. Model LDT-455-1C engine assembly, right rear view.
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TM9-2815-210-34P
(1) (2) (3) (4) (5) (6) (7) (8) (9) (10)
Source FEDERAL DESCRIPTION Unit Qty. Direct support General support 1 yr Depot ILLUSTRATION
maint. and STOCK of Inc. 30-day maint. 30-day maint. Alw. maint
recov. code NUMBER Issue in allowance allowance Per Alw. (a) (b)

Reference no. and mfr. code Usable on code Unit (A) (B) (C) (A) (B) (C) 100 Per Figure Item or
Equip. 100 No. Sym. no
Cntgcy. Equip

1-20 21-50 51-100 1-20 21-50 51-100 Planning

0100-CONTINUED

N P F DL 2815-967-3343 1 SHIPPING AND STORAGE CONTAINER, D          58 1
ENGINE: OPTIONAL W/CONTAINER 8115-027-
6439) 10935322 (19207)

N PA F DL 2815-103-2642 ENGINE AND CONTAINER, SHIPPING AND E EA 1 * * * * * *
STORAGE: 5704391 (19207)

N XA F DL 1 ENGINE, DIESEL, MULTIFUEL, LDT-465-1C, E          11 6
W/ACCESSORIES AND CLUTCH: 11642117 (19207)

PA F DL 8115-027-6439 1 SHIPPING AND STORAGE CONTAINER ENGINE: E          58 1
(OPTIONAL W/CONTAINER 2815-967-3343) 11641663
(19207)

N PA F DL 2815-967-3343 1 SHIPPING AND STORAGE CONTAINER E          58 1
ENGINE: (OPTIONAL W/CONTAINER 8115-027-6439)
10935322 (19207)

PA H ZZ 2815-074-8912 GASKET AND PREFORMED PACKING SET: ENGINE BCF EA 1    * * *
OVERHAUL 5702677 (19207)

2910-862-9064 1 GASKET 10889723 (19207) BCF          12 8
1 GASKET 10889737 (19207) BCF          12 10

2815-930-0980 2 GASKET 10951428 (19207) BCF          13 15
2815-918-0595 1 SEAL,PLAIN ENCASED 10951177 (19207) BCF          14 9

R 2815-860-0562 1 GASKET 10889749 (19207) BCF          14 11
1 SEAL 10889726 (19207) BCF          14 15
1 SEAL 10889725 (19207) BCF          14 12

R 5330-081-3416 1 SEAL,PLAIN ENCASED 10912514 (19207) BCF          14 26
1 PLUG 11610011 (19207) BCF          14 43

2815-056-0193 1 GASKET 10889738 (19207) BCF          15 1
2520-863-3165 1 GASKET 10899062 (19207) C          15 28
2815-860-0560 1 GASKET 10889736 (19207) BCF          17 15
2910-862-9065 1 GASKET 10889724 (19207) BCF          17 25

R 5330-056-0194 1 GASKET 10889940 (19207) BCF          17 33
2815-885-5723 2 GASKET 10899080 (19207) BCF          18 9

R 5330-737-6332 1 PACKING,PREFORMED 7376332 (19207) BCF          19 2
R 5365-196-6710 2 SPACER RING AN901-10C (88044) BCF          19 18
R 5330-885-3422 1 GASKET 10889730 (19207) BCF          19 23

5330-078-8998 1 GASKET 10935201 (19207) BCF          20 19
5330-829-2608 1 PACKING, PREFORMED MS9068-116 (96906) (USE BCF

WITH FLANGE 10935196 ONLY)
2815-075-1768 2 GASKET 10935100 (19207) BCF          20 35

R 5330-078-8997 1 GASKET 10935197 (19207) BCF          20 28
2815-861-3832 2 GASKET 10889825 (19207) BCF          21 2
5330-834-2912 4 GASKET MS35769-18 (96906) BCF          23 3

1 GASKET 11609963 (19207)          24 20
2815-930-9229 1 GASKET 10889858 (19207) BCF          23 13

2 PACKING,PREFORMED MS9068-212 (96906) BCF          24 1
5330-829-2607 1 GASKET 10889862 (19207) BCF          24 36
2930-860-9141 1 GASKET 10889857 (19207) BCF          24 30

19























TM9-2815-210-34P
(1) (2) (3) (4) (5) (6) (7) (8) (9) (10)
Source FEDERAL DESCRIPTION Unit Qty. Direct support General support 1 yr Depot ILLUSTRATION
maint. and STOCK of Inc. 30-day maint. 30-day maint. Alw. maint
recov. code NUMBER Issue in allowance allowance Per Alw. (a) (b)

Reference no. and mfr. code Usable on code Unit (A) (B) (C) (A) (B) (C) 100 Per Figure Item or
Equip. 100 No. Sym. no
Cntgcy. Equip

1-20 21-50 51-100 1-20 21-50 51-100 Planning

0103-CONTINUED

PA F ZZ 5307-617-8627 STUD,PLAIN:FLYWHEEL HOUSING TO ENGINE SUPPORT (USE CDE EA 8 * * * * * *   15 33
WITH IRON HOUSING; 8713947 (19207)

XA F ZZ HOUSING,ENGINE:FLYWHEEL 10951000-1 (19207) CDE EA 1         15 34
PA F ZZ 5307-488-1103 STUD,PLAIN:FLYWHEEL HOUSING TO STARTER (USE WITH IRON CDE EA 3 * * * * * *   15 35

HOUSING) 10935618-2 (19207)
PA F ZZ 5307-488-1102 STUD,PLAIN: FLYWHEEL HOUSING TO STARTER AND STARTER CDE EA 3 * * * * * *   15 35

ADAPTER (USE WITH IRON HOUSING) 10935618-1 (19207)
PA F ZZ 2815-924-6116 STUD,FLYWHEEL: FLYWHEEL HOUSING TO STARTER AND CDE EA 3 * * * * * *   15 35

STARTER ADAPTER (USE WITH ALUMINUM HOUSING; (0.003
OVERSIZE) 10912607-1 (19207)

PA F ZZ 5306-145-0729 BOLT,SELF-LOCKING: FLYWHEEL AND TRANSMISSION PLATE A EA 6 * * * * * *   15 36
TO CRANKSHAFT 11610436 (19207)

PA F ZZ 2520-808-7090 PLATE,TRANSMISSION DRIVE: 11610412 (19207) A EA 1 * * * * * *   15 37
PA F ZZ 2520-808-7094 PLATE,TRANSMISSION DRIVE: 11610411 (19207) A EA 3 * * * * * *   15 38
PA F ZZ 2520-808-7039 PLATE,TRANSMISSION DRIVE: 11610410 (19207) A EA 1 * * * * * *   15 39
PA F ZZ 5306-181-0941 BOLT,SELF-LOCKING: TRANSMISSION DRIVE PLATE ACCESS A EA 6 * * * * * *   15 40

COVER TO FLYWHEEL HOUSING 11641654 (19207)
PA F ZZ 5310-081-4219 WASHER,FLAT: 11/32 ID, 11/16 OD, 0.080 THK, TRAN- A EA 6 * * * * * *   15 41

SMISSION DRIVE PLATE ACCESS COVER TO FLYWHEEL HOUSING
MS27183-12 (96906)

C PA F ZZ 5340-151-5985 COVER,ACCESS: TRANSMISSION DRIVE PLATE 11610409 A EA 1 * * * * * *   15 42
(19207)

PA F ZZ 2815-808-7369 GASKET: TRANSMISSION DRIVE PLATE ACCESS COVER 11610408 A EA 1 * * * * * *   15 43
(19207)

0104-PISTONS,CONNECTING RODS

PA H ZZ 2815-617-8625 CONNECTING ROD ASSEMBLY,PISTON: 11641916 EA 6    * * *   16 1
(19207)

C PA H ZZ 5306-937-2295 BOLT,EXTERNALLY RELIEVED BODY: CONNECTING EA 12    * * *   16 2
ROD 11642059 (19207)

PA H ZZ 3120-760-5914 BEARING,SLEEVE: CONNECTING ROD PISTON PIN 11641914 EA 6         16 3
(19207)

XA H ZZ ROD AND CAP,CONNECTIN: 11641015 (19207) EA 6         16 4
C PF H ZZ 5315-846-1791 PIN,SPRING: 0.125 OD, 0.562 LG, CONNECTING ROD EA 6    * * *   16 5

MS16562-128 (96906)
C XA H ZZ ROD,CONNECTING: 10889753 (19207) EA 6         16 6

X AH ZZ CAP,CONNECTING ROD: 10935342 (19207) EA 6         16 7
KF H ZZ BEARING HALF,SLEEVE: CONNECTING ROD 10889811 EA 12 SEE SET        16 8

(19207)  2815-860-5423
N KF H ZZ BEARING HALF, SLEEVE:CONNECTING ROD (0.010 EA 12 SEE SET        16 8

UNDERSIZE) 10899009 (19207)  2815-860-5422
KF H ZZ BEARING HALF, SLEEVE: CONNECTING ROD (0.020 EA 12 SEE SET        16 8

UNDERSIZE) 10899010 (19207)  2815-860-5421
C PA H ZZ 2815-175-9636 CYLINDER SLEEVE: 10935239 (19207) EA 6    * * *   16 9
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TM9-2815-210-34P
(1) (2) (3) (4) (5) (6) (7) (8) (9) (10)
Source FEDERAL DESCRIPTION Unit Qty. Direct support General support 1 yr Depot ILLUSTRATION
maint. and STOCK of Inc. 30-day maint. 30-day maint. Alw. maint
recov. code NUMBER Issue in allowance allowance Per Alw. (a) (b)

Reference no. and mfr. code Usable on code Unit (A) (B) (C) (A) (B) (C) 100 Per Figure Item or
Equip. 100 No. Sym. no
Cntgcy. Equip

1-20 21-50 51-100 1-20 21-50 51-100 Planning

0106-ENGINE LUBRICATION SYSTEM
PA O ZZ 6680-887-1334 GAGE ROD,LIQUID LEVEL: OIL 10912158 (19207) EA 1 * * * * * *   19 1

R PA O ZZ 5330-737-6332 PACKING PREFORMED: OIL LEVEL ROD COLLAR 7376332 EA 1 * * * * * *   19 2
(19207)

XA O ZZ GAGE ROD,LIQUID LEVEL: OIL 10912158-1 (19207) EA 1         19 3
PA O ZZ 2815-937-7447 SUPPORT,OIL GAGE ROD: 10889899 (19207) EA 1 * * * * * *   19 4

R PA O ZZ 5305-489-8350 SCREW, MACHINE: OIL GAGE ROD SUPPORT BRACKET EA 1 * * * * * *   19 5
7748975 (19207)

PA O ZZ 5310-285-7037 WASHER,LOCK:NO.12 ID, 0.380 OD, 0.062 THK, OIL GAGE EA 1 * * * * * *   19 6
ROD SUPPORT BRACKET MS122031 (96906)

PA O ZZ 5310-143-6481 NUT,PLAIN,HEXAGON: OIL GAGE ROD SUPPORT BRACKET EA 1 * * * * * *   19 7
7748972 (19207)

PA O ZZ 2815-177-8215 SUPPORT,ROD,OIL GAGE: 10912591 (19207) ABF EA 1 * * * * * *   19 8
PA O ZZ 6685-441-8803 BRACKET,PRESSURE GAGE: OIL GAGE ROD SUPPORT CDE EA 1 * * * * * *   19 8

10935375 (19207)
PA F ZZ 2815-115-2585 NOZZLE, PISTON OIL SPRAYER: PISTON COOLING A EA 6 * * * * * *   19 9

11641754 (19207)
PA F ZZ 2815-074-8921 TUBE,PISTON OIL SPRAYER: PISTON COOLING 10935308 BCD EA 6 * * * * * *   19 9

(19207) EF
C PA F ZZ 5306-022-0494 BOLT, SELF-LOCKING: 5/16-18, 7/8 LG, ENGINE EA 6 * * * * * *   19 10

LUBRICATING NOZZLE 220494 (19207)
PA H ZZ 5365-850-3997 WASHER,FLAT: OIL PUMP IDLER GEAR SHAFT BEARING (USE EA 1    * * *   19 11

W/PIN 5315-143-6399 ONLY) 10889876 (19207)
R PA H ZZ 3020-078-9775 GEAR,HELICAL: OIL PUMP IDLER 10935193 (19207) EA 1    * * *   19 12
C PA H ZZ 3110-156-4681 BEARING, BALL, ANNULAR: OIL PUMP IDLER GEAR EA 1    * * *   19 13

5204KD (21335)
R PA H ZZ 5365-543-4110 RING,RETAINING: 1.962 ID, 0.062 THK, OIL PUMP IDLER EA 1    * * *   19 14

GEAR MS16625-3185 (96906)
PA H ZZ 5310-899-5941 WASHER,FLAT: OIL PUMP IDLER GEAR BEARING 10889966 EA 1    * * *   19 15

(19207)
R PA H ZZ 5365-850-3994 RING,RETAINING: OIL PUMP IDLER GEAR BEARING (USE EA 1    * * *   19 16

W/PIN 5315-143-6399) 7748862 (19207)
C PA H ZZ 5365-261-3918 RING,RETAINING: OIL PUMP IDLER GEAR SHAFT BEARING EA 1    * * *   19 16

(USE W/SHAFT 11682592-1 OR 2815-018-1971 ONLY)
MS3217-1075 (96906)

PA F ZZ 2815-809-8141 OIL PAN, ENGINE CRANKCASE: 11610077 (19207) BCD EA 1 * * * * * *   19 17
EF

PA F ZZ 2815-808-6985 OIL PAN, ENGINE CRANKCASE: 11610442 (19207) A EA 1 * * * * * *   19 17
N PA F ZZ 2815-074-8927 OIL PAN, ENGINE CRANKCASE: 10935215 (19207) F EA 1 * * * * * *   19 17
R PA O ZZ 5365-196-6710 SPACER,RING: 7/8 ID, 1 7/8 OD, 3/64 THK, OIL PAN DRAIN BCD EA 2 * * * * * *   19 18

PLUG AN901-10C (88044) EF
PA O ZZ 5330-199-5884 GASKET: 1 1/4 ID, 1 1/2 OD, 3/32 THK,OIL PAN DRAIN PLUG A EA 2 * * * * * *   19 18

MS35769-31 (96906)
R PA OZZ 5365-288-8483 PLUG, MACHINE THREAD: 7/8-18, OIL PAN DRAIN BCD EA 2 * * * * * *   19 19

445097 (21450) EF
C PA O ZZ 5365-165-7551 PLUG,MACHINE THREAD,MAGNETIC:1 1/4-12, OIL A EA 2 * * * * * *   19 19

PAN DRAIN MS35844-7 (96906)
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TM9-2815-210-34P
(1) (2) (3) (4) (5) (6) (7) (8) (9) (10)
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maint. and STOCK of Inc. 30-day maint. 30-day maint. Alw. maint
recov. code NUMBER Issue in allowance allowance Per Alw. (a) (b)

Reference no. and mfr. code Usable on code Unit (A) (B) (C) (A) (B) (C) 100 Per Figure Item or
Equip. 100 No. Sym. no
Cntgcy. Equip

1-20 21-50 51-100 1-20 21-50 51-100 Planning

0106-CONTINUED

N PA F ZZ 2815-930-9229 GASKET: OIL PRESSURE REGULATOR VALVE HOUSING TO CRANK- EA 1 * * * * * *   23 13
CASE 11609963 (19207)

C PA F ZZ 2940-194-2497 FILTER,FLUID,PRESSURE: ENGINE OIL (SERVICE WITH EA 2 * * * * * *   23 14
PARTS KIT 2940-884-4801) 7748873 (19207)

PA O ZZ 2940-135-6529 POST,OIL FILTER CENTER: 10951012 (19207) EA 2 * * * * * *   23 15
XA O ZZ FILTER BODY,FLUID: OIL FILTER 10951015 (19207) EA 2         23 16
KF O ZZ GASKET: CENTER POST, OIL FILTER 7748905 (19207) EA 2 SEE KIT 2940-884-4801   23 17
KF O ZZ FILTER ELEMENT, FLUID PRESSURE: 8748329 EA 2 SEE KIT 2940-884-4801   23 18

(19207)
N PA O ZZ 2815-924-6118 SPRING, OIL FILTER: 10951016 (19207) EA 2 * * * * * *   23 19
N PA O ZZ 2940-005-7698 CUP, FLUID FILTER ELEMENT: OIL FILTER 10951017 EA 2 * * * * * *   23 20

(19207)
C KF O ZZ GASKET: FILTER ELEMENT 7748870 (19207) EA 2 SEE SET 2940-884-4801   23 21

PA O ZZ 5315-252-5987 PIN, COTTER: 1/16 OD, 1 1/4 LG, FLUID FILTER CUP EA 2 * * * * * *   23 22
RETAINER MS24665-138 (96906)

KF F ZZ GASKET: OIL COOLER AND FILTER HOUSING TO CRANKCASE EA 2 SEE SETS 5330-477-3779   24 1
10889858 (19207)  AND 2930-088-9818

PF F ZZ 2815-455-9504 HOUSING,OIL COOLER AND FILTER ASSEMBLY: A EA 1 *        24 2
11641850 (19207)

C PA F ZZ 5340-851-3506 INSERT,SCREW THREAD: OIL FILTER HOUSING CENTER A EA 2 * * * * * *   24 3
POST 7748964 (19207)

PA F ZZ 2815-455-9505 HOUSING, OIL COOLER AND FILTER: ALUMINUM A EA 1 * * * * * *   24 4
11641851 (19207)

PA F ZZ 5307-904-5671 STUD, PLAIN: OIL COOLER AND FILTER HOUSING THROUGH A EA 12 * * * * * *   24 5
RADIATOR COVER (0.002 OVERSIZE) 10899073-2 (19207)

R PA F ZZ 4730-278-3380 PLUG,PIPE:3/ 4-14, OIL COOLER AND FILTER HOUSING OIL PORT EA 2 * * * * * *   24 6
MACHINING HOLES MS49005-10 (96906)

PA F ZZ 5307-808-7977 STUD,PLAIN: HOUSING TO FUEL LINE CLAMP (0.003 OVERSIZE) A EA 1 * * * * * *   24 7
10912393-2 (19207)

C PA O ZZ 4730-221-2138 PLUG,PIPE:3/ 8, OIL COOLER AND FILTER HOUSING DRAIN EA 1 * * * * * *   24 8
MS29013-3S (96906)

PA F ZZ 5330-464-4761 GASKET: OIL COOLER TO OIL COOLER AND FILTER HOUSING A EA 1 * * * * * *   24 9
11610363 (19207)

PA F ZZ 5330-464-4760 GASKET: OIL COOLER COVER 11610361 (19207) A EA 1 * * * * * *   24 10
PA F ZZ 5310-880-7744 NUT,PLAIN,HEXAGON:5/16-18, OIL COOLER COVER AND A EA 12 * * * * * *   24 11

RADIATOR TO HOUSING MS51967-5 (96906)
PA F ZZ 5310-959-4679 WASHER,LOCK:5/ 16 ID, 0.627 OD, 0.118 THK,OIL COOLER A EA 12 * * * * * *   24 12

COVER AND RADIATOR TO HOUSING MS35340-45 (96906)
PA F ZZ 2815-179-5531 COVER,ACCESS: RADIATOR OIL COOLER 11641853 (19207) A EA 1 * * * * * *   24 13
PA F ZZ 2930-178-1244 COOLER,ENGINE OIL: 11610362 (19207) A EA 1 * * * * * *   24 14
PA F ZZ 5330-463-0327 PACKING,PREFORMED:1 3/ 64 ID, OIL COOLER TO OIL A EA 2 * * * * * *   24 15

COOLER AND FILTER HOUSING MS9068-215 (96906)
PA F ZZ 5306-087-7529 BOLT,MACHINE: OIL COOLER AND FILTER HOUSING TO CRANK- EA 1 * * * * * *   24 16

CASE 10912505 (19207)
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TM9-2815-210-34P
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1-20 21-50 51-100 1-20 21-50 51-100 Planning

0106-CONTINUED

PA F ZZ 5330-477-3779 GASKET AND PREFORMED PACKING SET: OIL A EA 1 * * * * * *   24
COOLER 5704353 (19207)

KF F ZZ 1 GASKET 10889858 (19207) A          24 1
PA F ZZ 5330-464-4761 1 GASKET 11610363 (19207) A          24 9
PA F ZZ 5330-464-4760 1 GASKET 11610361 (192070 A          24 10
PA F ZZ 5330-463-0327 2 PACKING, PREFORMED MS9068-215 (96906) A          24 15
PA F ZZ 2930-088-9818 GASKET AND PREFORMED PACKING SET: OIL BCD EA 1 * * * * * *   24

COOLER 5702693 (19207) EF
KF F ZZ 1 GASKET 10889858 (192070 BCD          24 1

EF
PA F ZZ 2930-860-9141 1 GASKET 10889862 (19207) BCD          24 29

EF
PA F ZZ 2930-860-9140 1 GASKET 10889857 (19207) BCD          24 30

EF
PA F ZZ 5330-829-2607 2 PACKING, PREFORMED MS9068-212 (96906) BCD          24 35

EF
0108-MANIFOLDS

PA F ZZ 5307-912-5635 STUD, PLAIN: CYLINDER HEAD TO EXHAUST MANIFOLD EA 12 * * * * * *   25 1
10935517 (19207)

PA F ZZ 2815-860-0566 MANIFOLD, ENGINE EXHAUST: REAR 10889760 EA 1 * * * * * *   25 2
(19207)

PA F ZZ 2815-899-6726 SEAL RING,METAL:EXHAUST MANIFOLD CENTER SECTION TO EA 6 * * * * * *   25 3
FRONT AND REAR SECTIONS 10889757 (19207)

PA F ZZ 2815-074-8916 MANIFOLD, EXHAUST, ENGINE: CENTER SECTION EA 1 * * * * * *   25 4
10935238 (19207)

XA F ZZ MANIFOLD, EXHAUST, ENGINE: CENTER SECTION EA 1         25 5
10935238-1

PA F ZZ 5307-067-4895 STUD,PLAIN:TURBOCHARGER OR EXHAUST PIPE MOUNTING EA 2 * * * * * *   25 6
10935241 (19207)

PA F ZZ 5305-930-5247 SCREW,CAP,HEXAGON HEAD: TURBOCHARGER TO AB EA 2 * * * * * *   25 7
EXHAUST MANIFOLD 10951477 (19207) EF

PA F ZZ 2815-860-0565 MANIFOLD, ENGINE EXHAUST: FRONT SECTION EA 1 * * * * * *   25 8
10889758 (19207)

PA F ZZ 4730-044-4655 PLUG, PIPE:1/4-18, EXHAUST MANIFOLD REAR SECTION (1), EA 2 * * * * * *   25 9
EXHAUST MANIFOLD FRONT SECTION (1) 444655 (21450)

PA F ZZ 5310-791-9528 NUT,SELF-LOCKING,HEXAGON: EXHAUST MANIFOLD EA 12 * * * * * *   25 10
TO CYLINDER HEAD 11641655 (19207)

R PA F ZZ 5310-734-8837 WASHER: EXHAUST MANIFOLD TO CYLINDER HEAD 7348837 EA 12 * * * * * *   25 11
(19207)

PA F ZZ 2815-906-0164 ELBOW ASSEMBLY,INTAKE MANIFOLD: 10951178 ABC EA 1 * * * * * *   25 12
(19207) DF

N PA F ZZ 4730-018-9566 PLUG PIPE:1/8-27, INTAKE MANIFOLD 189566 (21450) EA 1 * * * * * *   25 13
N PA F ZZ 4730-087-5545 ELBOW ASSEMBLY,INTAKE MANIFOLD: 11642116 E EA 1 * * * * * *   25 14

(19207)
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0302-CONTINUED

N PA O ZZ 5310-637-9541 WASHER, LOCK: 3/8 ID, 0.683 OD, 0.094 THK, FLAME F EA 1 * * * * * *   34 3
HEATER FUEL SUPPLY TUBE, FUEL SUPPLY PUMP AND FUEL FILTER
INLET HOSE CLAMP TO CRANKCASE MS35338-46 (96906)

N PA O ZZ 4720-078-9783 HOSE ASSEMBLY, NONMETALLIC: FUEL FILTER OUTLET F EA 1 * * * * * *   34 4
ELBOW TO FUEL CONTROL HOUSING INLET TEE 10935237-1

N PA O ZZ 4730-278-3676 ELBOW, PIPE TO TUBE: FUEL, FILTER INLET MS20822-6B F EA 1 * * * * * *   34 5
(96906)

N PA O ZZ 4730-223-9255 COUPLING, PIPE: 1/4, 1 1/8 LG, FUEL FILTER OUTLET TO F EA 1 * * * * * *   34 6
COMPENSATOR INLET (USE W/FILTER ASSEMBLY
10935266, PUMP ASSEMBLY 10935498 AND COM-
PENSATOR 10951200) AN910-2 (88044)

N PA O ZZ 4730-203-2866 ELBOW, PIPE TO TUBE: FUEL FILTER OUTLET TO COM- F EA 1 * * * * * *   34 7
PENSATOR INLET (USE W/FILTER ASSEMBLY 10935266,
PUMP ASSEMBLY 10935498 AND COMPENSATOR
10951200) 10951182

N MO O ZZ TUBE, PLASTIC: FUEL FILTER OUTLET TO COMPENSATOR INLET F EA 1         34 8
(FABRICATE FROM 4710-726-5459, 1 PC, 15.50 IN. LG) (USE
W/FILTER ASSEMBLY 10935266, PUMP
ASSEMBLY 10935498 AND COMPENSATOR
10951200) 10951185-11 (19207)

N PA O ZZ 4710-726-5459 TUBING, PLASTIC: 10861278 (19207) F FT V * * * * * *   34
N PA O ZZ 4720-078-7024 HOSE ASSEMBLY, NONMETALLIC: FUEL INJECTION F EA 1 * * * * * *   34 9

SUPPLY PUMP OUTLET ELBOW TO FUEL FILTER INLET ELBOW
10935237-2 (19207)

N PA O ZZ 4730-835-9072 ELBOW, PIPE TO TUBE: FUEL FILTER OUTLET 9402877 F EA 1 * * * * * *   34 10
(19207)

0305-TURBOCHARGER
KF F ZZ GASKET: TURBOCHARGER TO EXHAUST MANIFOLD 11641832 ABE EA 1 SEE SETS       35 1

(19207)  5330-460-2572 AND
 5330-103-1980

PA O ZZ 2990-856-2905 GASKET: TURBOCHARGER OIL INLET 7383446 (19207) AB EA 1 * * * * * *   35 2
N N PA O ZZ 5330-001-2038 GASKET: TURBOCHARGER OIL INLET 11642113 (19207) E EA 1 * * * * * *   35 2

PA O ZZ 4730-925-8176 ADAPTER, STRAIGHT, FLANGE TO TUBE: TUR- AB EA 1 * * * * * *   35 3
BOCHARGER OIL INLET 10951285 (19207)

N PA O ZZ 4730-262-9327 ADAPTER, STRAIGHT, FLANGE TO TUBE: TUR- E EA 1 * * * * * *   35 3
BOCHARGER OIL INLET 11642114 (19207)

PA O ZZ 5310-959-4675 WASHER, LOCK: 3/8 ID, 0.746 OD, 0.133 THK, TUR- AB EA 4 * * * * * *   35 4
BOCHARGER OIL INLET TUBE(2), TURBOCHARGER OIL OUTLET TUBE
(2) MS35340-46 (96906)

N PA O ZZ 5310-959-4679 WASHER, LOCK: 5/16 ID, 0.627 OD, 0.118 THK, TUR- E EA 2 * * * * * *   35 4
BOCHARGER OIL INLET TUBE MS35340-45 (96906)

PA O ZZ 5310-959-4675 WASHER, LOCK: 3/8 ID, 0.746 OD, 0.133 THK, TUR- E EA 2 * * * * * *   35 4
BOCHARGER OIL OUTLET TUBE MS35340-6 (96906)
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0305-CONTINUED

PA O ZZ 5305-269-3210 SCREW, CAP, HEXAGON HEAD: 3/8-16, 7/8 LG, AB EA 4 * * * * * *   35 5
TURBOCHARGER OIL INLET TUBE (2), TURBOCHARGER OIL OUTLET
TUBE (2) MS90725-59 (96906)

N PA O ZZ 5305-225-8499 SCREW, CAP, HEXAGON HEAD: 5/16-18, 1 LG, E EA 2 * * * * * *   35 5
TURBOCHARGER OIL INLET TUBE MS90725-34 (96906)

N PA O ZZ 5305-269-3212 SCREW, CAP, HEXAGON HEAD: 3/8-16, 1 1/8 LG, E EA 2 * * * * * *   35 5
TURBOCHARGER OIL OUTLET TUBE MS90725-61 (96906)

C PA O ZZ 4730-152-1595 FITTING,SLEEVE: 1/2 TUBE, TURBOCHARGER OIL INLET TUBE ABE EA 1 * * * * * *   35 6
TO ADAPTER MS39212-6 (96906)

PA O ZZ 4730-278-5496 NUT, TUBE COUPLING: 1/2 TUBE, TURBOCHARGER OIL INLET ABE EA 1 * * * * * *   35 7
TUBE TO ADAPTER MS39210-6 (96906)

PA O ZZ 2990-925-3981 TUBE, BENT STEEL: TURBOCHARGER OIL INLET 10951248 AB EA 1 * * * * * *   35 8
(19207)

N PA O ZZ 4710-087-5407 TUBE, BENT STEEL: TURBOCHARGER OIL INLET 11642109 E EA 1 * * * * * *   35 8
(19207)

PA O ZZ 4730-944-7048 ELBOW, PIPE TO TUBE: 90 DEG, 1/2 TUBE, 3/8 PIPE, ABE EA 1 * * * * * *   35 9
TURBOCHARGER OIL INLET TUBE TO CRANKCASE MS39202-8
(96906)

PA F ZZ CLAMP, HOSE: TURBOCHARGER TO INTAKE MANIFOLD HOSE AB EA 2 * * * * * *   35 10
7748839-4 (19207)

N PA F ZZ 4730-087-5644 CLAMP, LOOP: TURBOCHARGER TO INTAKE MANIFOLD E EA 2 * * * * * *   35 10
7748839-5 (19207)

C PA F ZZ 4720-075-3328 HOSE, AIR DUCT: TURBOCHARGER TO INTAKE MANIFOLD AB EA 1 * * * * * *   35 11
ELBOW (FABRICATE FROM 4720-075-3328, 1 PC, 2.75 IN. LG)
10935282 (19207)

N PA F ZZ 4720-432-1334 HOSE, AIR DUCT: TURBOCHARGER TO INTAKE MANIFOLD E EA 1 * * * * * *   35 11
ELBOW 10935282-1 (19207)

PA F HH 2950-148-7985 TURBOCHARGER, RECIPROCATING, ENGINE: (SEE A EA 1 * * * * * *   35 12
TM 922990-201-45 FOR COMPONENT PARTS) 11641831
(19207)

R PA F HH 2950-999-2275 TURBOCHARGER ASSEMBLY: (SEE TM 9-2990-210-45 B EA 1 * * * * * *   35 12
FOR COMPONENT PARTS) 10945184 (19207)

N PA F HH 2950-148-7985 TURBOCHARGER, RECIPROCATING, ENGINE: (SEE E EA 1 * * * * * *   35 12
TM 9-2990-201-45 FOR COMPONENT PARTS) 11668459
(19207)

PA O ZZ 2990-856-2906 GASKET: TURBOCHARGER OIL OUTLET 7748858 (19207) AB EA 1 * * * * * *   35 13
N PA O ZZ 5330-495-5335 GASKET: TURBOCHARGER OIL OUTLET 11642115 (19207) E EA 1 * * * * * *   35 13

PA O ZZ 2990-925-3977 TUBE ASSEMBLY, METAL: TURBOCHARGER OIL DRAIN AB EA 1 * * * * * *   35 14
10951247 (19207)

N PA O ZZ 4710-087-5138 TUBE ASSEMBLY, METAL: TURBOCHARGER OIL DRAIN E EA 1 * * * * * *   35 14
11642107 (19207)

PA O ZZ 4730-277-8418 CLAMP, HOSE: 1 7/32 TO 1 7/16 ID, TURBOCHARGER OIL ABE EA 2 * * * * * *   35 15
DRAIN HOSE TO TUBE 105475 (21450)

C PA O ZZ 4720-924-6110 HOSE NONMETALLIC: TURBOCHARGER OIL DRAIN TUBE TO ABE EA 1 * * * * * *   35 16
ADAPTER (FABRICATE FROM 4720-278-1113, 1 PC, 4.00 IN. LG
8357973

59

















TM9-2815-210-34P
(1) (2) (3) (4) (5) (6) (7) (8) (9) (10)
Source FEDERAL DESCRIPTION Unit Qty. Direct support General support 1 yr Depot ILLUSTRATION
maint. and STOCK of Inc. 30-day maint. 30-day maint. Alw. maint
recov. code NUMBER Issue in allowance allowance Per Alw. (a) (b)

Reference no. and mfr. code Usable on code Unit (A) (B) (C) (A) (B) (C) 100 Per Figure Item or
Equip. 100 No. Sym. no
Cntgcy. Equip

1-20 21-50 51-100 1-20 21-50 51-100 Planning

0311-CONTINUED

N PA O ZZ 5310-880-7744 NUT, PLAIN, HEXAGON: 5/16-18, FLAME HEATER TO F EA 4 * * * * * *   41 5
INTAKE MANIFOLD MS 51967-5 (96906)

N PA O ZZ 5310-959-4679 WASHER, LOCK: 5/16 ID, 0.627 OD, 0.188 THK, FLAME F EA 4 * * * * * *   41 6
HEATER TO INTAKE MANIFOLD MS35340-45 (96906)

N PA O ZZ 2990-860-2339 HEATER ASSEMBLY: MANIFOLD AIR (USE 2/ELBOW F EA 1 * * * * * *   41 7
ASSEMBLY 10889791) 7748871 (19207)

N XA O ZZ HOUSING: MAINIFOLD AIR HEATER 10912590 (19207) F EA 1         41 8
PA O ZZ 2990-119-3915 NOZZLE AND VALVE FLOW CONTROL: FLAME HEATER F EA 1 * * * * * *   41 9

11641827 (19207)
KF H ZZ FILTER: FLAME HEATER NOZZLE FUEL SUPPLY (1), FLAME HEATER F EA 2 SEE SET 2815-074-8912     41 10

NOZZLE FUEL RETURN (1) 11610365 (19207)
PA O ZZ 2920-411-5747 SPARK PLUG: FLAME HEATER (WITH GASKET) 10935558 F EA 1 * * * * * *   41 11

(19207)
PA O ZZ 5330-298-0091 GASKET: 0.723 ID, 61/64 OD, 3/32 THK, FLAME HEATER F EA 1 * * * * * *   41 12

SPARK PPLUG 150190 (21450)
N PA O ZZ 4730-289-1242 ADAPTER, STRAIGHT, PIPE TO TUBE: FLAME HEATER F EA 2 * * * * * *   42 1

FUEL RETURN SOLENOID VALVE OUTLET (1), FLAME HEATER NOZZLE
TO FUEL RETURN TUBE (1) 88LB1-4X1-8 (30327)

N  PA O ZZ 4730-278-8368 INVERTED NUT, TUBE: FLAME HEATER NOZZLE TO FUEL F EA 5 * * * * * *   42 2
RETURN TUBE ADAPTER (1), FLAME HEATER FUEL PUMP INLET
ADAPTER ELBOW (1), FLAME HEATER FUEL SUPPLY SOLENOID
VALVE TO FUEL PUMP INLET TUBE ELBOW (1), FLAME HEATER FUEL
RETURN TUBE TO SOLENOID VALVE ELBOW(1), FLAME HEATER FUEL
RETURN SOLENOID VALVE OUTLET ADAPTER (1) 81LB1-4 (30327)

N MO O ZZ TUBE, PLASTIC: FLAME HEATER FUEL RETURN TO SOLENOID F EA 1         42 3
VALVE (FABRICATE FROM 4720-135-4424, 1 PC, 27.00 IN. LG)
11609976-9 (19207)

N PA O ZZ 4720-135-4424 TUBING, PLASTIC: 11609976 (19207) F FT V * * * * * *   42
N PA O ZZ 5310-934-9751 NUT, PLAIN, HEXAGON: NO. 10-32, FLAME HEATER FUEL F EA 1 * * * * * *   42 4

SUPPLY AND FUEL RETURN TUBES CLAMP MS35650-302 (96906)
N PA O ZZ 5310-045-3296 WASHER, LOCK: NO. 10 ID, 0.334 OD, 0.047 THK, FLAME F EA 1 * * * * * *   42 5

HEATER FUEL SUPPLY AND RETURN TUBES CLAMP MS35338-43
(96906)

N PA O ZZ 5340-057-3033 CLAMP, LOOP: 5/16 DIA, FLAME HEATER FUEL SUPPLY AND F EA 1 * * * * * *   42 6
RETURN TUBES 573033 (21450)

PA O ZZ 5305-543-2753 SCREW, MACHINE: NO. 10-32, 3/8 LG, FLAME HEATER FUEL F EA 1 * * * * * *   42 7
SUPPLY AND RETURN TUBES CLAMP MS35266-61 (96906)

N PA O ZZ 4730-882-8621 ELBOW, PIPE TO TUBE: FLAME HEATER FUEL SUPPLY F EA 3 * * * * * *   42 8
SOLENOID VALVE TO FUEL PUMP INLET TUBE (1), FLAME HEATER
FUEL SUPPLY PUMP INLET ADAPTER (1), FLAME HEATER FUEL
RETURN TUBE TO SOLENOID VALVE (1) 89LB1-4X1-8 (30327)

PA O ZZ 4730-415-3172 COUPLING, PIPE: 1/8-27, FLAME HEATER FUEL PUMP INLET F EA 1 * * * * * *   42 9
ELBOW 443998 (21450)

N PA O ZZ 2990-974-7605 VALVE, SOLENOID: FLAME HEATER FUEL 7062194 (19207) F EA 2 * * * * * *   42 10
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0503-CONTINUED

PA F ZZ 5306-225-8505 BOLT, MACHINE: 5/16-18 1 3/4 LG, CYLINDER HEAD WATER EA 12 * * * * * *   46 13
OUTLET MANIFOLD TO CYLINDER HEAD MS90725-41 (96906)

PA F ZZ 5310-959-4679 WASHER, LOCK: 5/16 ID, 0.627 OD, 0.118 THK, CYLINDER EA 12 * * * * * *   46 14
HEAD WATER OUTLET MANIFOLD TO CYLINDER HEAD MS35340-
45 (96906)

PA F ZZ 2930-907-0650 MANIFOLD, WATER OUTLET: (USE IN PAIRS WHEN EA 2 * * * * * *   46 15
REPLACING MANIFOLD 1088969) 10951179 (19207)

PA F ZZ 2930-851-0483 GASKET, CYLINDER HEAD WATER OUTLET MANIFOLD TO CYLINDER EA 6 * * * * * *   46 16
HEAD 10889853 (19207)

0504-WATER PUMP

PA O ZZ 4730-541-7747 CLAMP HOSE: 1-7/8 TO 2-27/32 ID, WATER TUBE TO WATER EA 4 * * * * * *   47 1
PUMP AND OIL COOLER HOSES AN737TW74-91 (88044)

MO O ZZ HOSE, NONMETALLIC: WATER TUBE TO WATER PUMP AND EA 2         47 2
OIL COOLER (FABRICATE FROM 4720-882-1738, 2PCS, 3.25 IN.
LG) 10889991 (19207)

C PA O ZZ 4720-882-1738 HOSE, NONMETALLIC: TYPE I, GRADE A, CLASS 2, 2.00 ID FT V * * * * * *   47
ZZH428 (81348)

R PA O ZZ 4710-133-8174 TUBE, BENT, STEEL: WATER PUMP TO OIL COOLER 1935616 EA 1 * * * * * *   47 3
(19207)

PA D ZZ 2930-411-8326 PUMP ASSEMBLY, ENGINE WATER PUMP: A EA 1         47 4
11641670 (19207)

PA D ZZ 5306-850-3993 BOLT, MACHINE: WATER PUMP TO CRANKCASE 7748976 A EA 3         47 5
(19207)

PA D ZZ 5310-959-4675 WASHER, LOCK: 3/8 ID, 0.746 OD, 0.133 THK, WATER A EA 3         47 6
PUMP TO CRANKCASE MS35340-46 (96906)

XA D ZZ HOUSING ASSEMBLY, WATER PUMP: 11610427 A EA 1         47 7
(19207)

XA D ZZ HOUSING, WATER PUMP: 11610429 (19207) A EA 1         47 8
C PA O ZZ 4730-221-2140 PLUG, PIPE: 3/4, PERSONNEL HEATER CONNECTION MS20913- A EA 1 * * * * * *   47 9

6S (96906)
PA O ZZ 5307-904-5675 STUD, PLAIN: WATER PUMP HOUSING TO DRIVE HOUSING A EA 6 * * * * * *   47 10

10899073-5 (19207)
P O ZZ 5307-791-9487 STUD, PLAIN: FAN BELT IDLER ARM ADJUSTING AND GENERATOR A EA 1 * * * * * *   47 11

ADJUSTING STRAP 11641630-1 (19207)
XA O ZZ DRIVE ASSEMBLY, WATER PUMP AND FAN: A EA 1         47 12

11610428 (19207)
PA O ZZ 2930-901-8663 GASKET: WATER PUMP HOUSING TO WATER PUMP DRIVE A EA 1 * * * * * *   47 13

HOUSING 10889854 (19207)
XA O ZZ DRIVE ASSEMBLY: WATRE PUMP 11641854 (19207) A EA 1 SEE KIT 2930-134-4542     47 14
PA O ZZ 4730-172-0042 FITTING, LUBRICATION: 90 DEG, 1/4-28, WATER PUMP A EA 1 * * * * * *   47 15

DRIVE HOUSING MS15004-3 (96906)
PA O ZZ 4730-826-6465 FITTING, LUBRICANT: 1/8-27, WATER PUMP DRIVE A EA 1 * * * * * *   47 16

HOUSING MS35670-2 (96906)
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